Historic,  archived  document 

Do  not  assume  content  reflects  current 
scientific  knowledge,  policies,  or  practices. 


s  Hr   Y7? 


Sheep  feeder 
and  lamb  shelter 


FARM     BUILDING 


Plan  No.  59 

U -SHEET) 


This  sheep  equipment  provides  adequate  feeder  space 
for  ewes  and  shelter  for  new-born  range  lambs.  Both 
pieces  are  simple  and  easy  to  build. 

The  FEEDER  (shown  above)  may  be  used  on  the  range 
or  in  the  feed  lot.  The  sloping  boards  at  the  top  pro- 
vide strength  to  the  trough,  give  headroom  for  the  sheep, 
keep  sheep  from  climbing  through  the  trough,  and  prevent 
damage  to  the  wool  on  the  neck  and  shoulders.  They 
also  help  direct  the  feed  into  the  trough  when  the  shep- 
herd fills  the  feeders.  The  2x8  inch  posts  on  the  feeder 
simplify  and  strengthen  the  construction. 

The  SHELTER  (on  reverse  side)  protects  young  lambs 
when  it  is  impractical  to  set  up  tents  or  temporary  lamb- 
ing shelters  on  the  range.  (See  plan  5926  for  a  tem- 
porary lambing  shelter.)  Lambs  can  withstand  cold 
weather,  but  they  cannot  tolerate  wet  weather  when 
they  are  very  young.  In  moderate  weather,  the  shelters 
may  be  used  individually  (single  unit).  In  colder 
weather,  two  units  should  be  placed  back  to  back  to 
provide  two  little  sheds  with  a  solid  partition  between 
them  to  reduce  drafts. 


It  is  not  unusual  to  lose  practically  all  of  the  lambs 
born  during  a  severe  storm.  These  shelters  may  be  a 
good  investment  for  a  shepherd  who  must  use  range- 
lambing,  but  can  truck  some  light  equipment  to  the 
lambing  area. 


Complete  working  drawing*  mai  l>«-  obtained  through  »o»r 
county  agent  or  from  the  Extension  agricultural  engineer  at 
most  Siaio  agricultural  college*.  There  i*  ■•ualrj  ■  small 
charge. 

ORDER  PLAN  NO.  S90S,  SHEEP  EQ1  IPMENT 

If  working  drawing*  ofthis  |>lan  arc  not  available  in  Muir 
Stair,  write  to  the  I  .S.   Department  of   V^rit-iillnr«-.    Vi:ri<-iil- 

tural  Engineering  Reaeareh  Division,  Plant  Industry  Slats—. 
BelUville,  Mil.  The  I  .S.  Department  of  Agriculture  does  not 
distribute  drawings,  but  «ill  direct  you  to  a  Stair  ih»i  does 
distribute  them. 
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details 


PLAN  OF  FEEDER 


NOTE: 

THIS   FEEDER  CAN  BE  MADE  IN  12  AND  14 
FOOT   LENGTHS.   THE    SHORTER  LENGTHS  ARE 
MUCH  STRONGER  BECAUSE  THE  DISTANCE  BETWEEN 
SUPPORTS  IS  LESS. 

THIS  FEEDER  MAY  BE  USED  AS   A   DIVIDER 
BETWEEN   PENS. 
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ROOFING  LAPS  OVER  EDGE  LEFT   SIDE   UNIT 


note:     CONSTRUCTION'OF  THE  RIGHT  SIDE  UNIT 

AND  THE  LEFT   SIDE   UNIT  DIFFERS  SLIGHTLY 

CROSS  SECTION  OF  SHELTERS 


DIMENSIONS  OF  MEMBERS   SHOWN   ARE  BASED 
ON  THE  USE   OF  DRESSED  LUMBER. 

ALL    WOOD  IN   CONTACT   WITH  THE   GROUND  TO 
BE   TREATED   WITH   A   NON-TOXIC  PRESERVATIVE. 
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